
Product Description

The KBC FPA series is part of the ASFOM product 
family and provides unique, user configurable 
solutions for audio signals. It supports transmission 
of up to 128 simplex or 64 duplex audio signals over 
either one multimode or singlemode optical fiber. 
Due to the ASFOM flexibility, duplex solutions can 
either be symmetrical or asymmetrical with respect 
to the signal quantities.

The plug and play design ensures ease of installation 
with no electrical or optical adjustment needed. LED 
indicators are provided to clearly show the operational 
status of the unit. Depending on system requirements, 
units are available in wall mount, 1U or 2U 19” rack 
or 3U or 4U chassis card.

Product Features

-  Up to 128 simplex or 64 duplex audio signals

-  24bit digitally encoded audio transmission

-  Multimode and singlemode

-  Wall mount, rack or chassis configurations

-  Unique ‘Configurator’ software package

-  No fixed configuration

Specifying your ASFOM Product

The easiest way to specify your ASFOM products is via our ‘configurator’ software which is available on-line at 
www.kbcnetworks.com or it can be sent to you electronically. Using the configurator, simply enter the number of 
channels for each signal type you require, and it will work out the product and the part number for you. Alternatively, 
please contact your local agent or KBC direct, who will configure your product. Details of your nearest supplier 
are on the reverse of this catalogue.
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