
Product Description

The KBC ThruLink Standard Capacity series 
provides secure communications to be established 
over any standard, public or private TCP/IP 
network. The ThruLink performs behind firewalls, 
NAT devices and through nearly any other type 
of network configuration. The system can also 
perform the same task while providing encrypted 
communication for all TCP/IP protocols regardless 
of the type of traffic. When deployed, the ThruLink 
devices provide a secure and encrypted tunnel 
for network communications that will not affect 
TTL, UPnP, VLAN information, Broadcast, 
Multicast, or any other traffic.

Product Features

-  Provides secure and encrypted communication 
 via tunnelling
-  Dual LAN port model available reduces the need 
 for a switch when connecting two LAN devices
-  Easy to use GUI interface allows integrators 
 the ability to deploy network devices without  
 disturbing the host network
-  Eliminates the need to make network changes 
 which could lead to additional network complexity  
 or routing problems
-  Optimized for constant video streaming 
-  Tunnelling prevents multicasting to every port 
 on a  network switch and subsequent network  
 throughput minimization or crashes and reduces 
 switch requirements and added costs
-  Failover functionality available for vital uptime  
 requirements
-  Temperature hardened nodes for unconditioned  
 environments
-  Web based GUI including diagnostic tools such as  
 network traffic monitoring, basic traceroute 
 and ping function        
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